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SECTION 02741M 
 

HOT MIX ASPHALT (HMA) 
 
Delete Table 6 and replace with the following: 
 

Table 6 
Aggregate Properties - HMA 

Test Method Test No. Category 1 Category 2 
One Fractured 
Face 

AASHTO TP 61 95% min.  85% min. (1 inch and 3/4 inch) 
90% min. (1/2 inch and 3/8 inch) 

Two Fractured 
Face 

AASHTO TP 61 90% min.  80% min. (1 inch and 3/4 inch)  
90% min. (1/2 inch and 3/8 inch) 

Fine Aggregate 
Angularity 

AASHTO T 304 45 min. 45 min. 

Flakiness Index UDOT MOI 933 (Based 
on 3/8 inch sieve and 
above) 

23% max. 25% max. 

L.A. Wear AASHTO T 96  35% max. 40% max. 
Sand Equivalent AASHTO T 176 (Pre-wet 

method) 
60 min. 45 min. 

Plasticity Index AASHTO T 89 and T 90 0 0 
Unit Weight AASHTO T 19 min. 75 lb/cu 

ft 
min. 75 lb/cu ft 

Soundness 
(sodium sulfate) 

AASHTO T 104 (Loss 
with five Cycles) 

16% max.  16% max.  

Clay Lumps and 
Friable Particles 

AASHTO T 112 2% max. 2% max. 

Natural Fines N/A 0% max. 10% max. 
Category 1: National Highway System and Truck Routes - Table 11. 
Category 2: All Other Routes 
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